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DX Units (Upflow)

Air-cooled MT***UA     
Unit 025 030 035 045 055 040 050 060 070 080 090 100

Water cooled MT***UW             

AC Fan,Air-cooled/Water cooled               

Total Cooling Capacity1) kw 26.7 30.8 35.5 45.5 54.5 41.2 53.5 61.4 70.9 81.3 90.6 104.4

Sensible Cooling Capacity1) kw 24.3  29.3  32.7  42.8  51.8  37.9  49.2  57.7  63.8  77.2  83.4  95.0 

Air volume  m³/h 7500  8000  8500  13000  15000  12500  14000  18000  18500  21000  23000  25000 

Sensible heat ratio / 0.91 0.95 0.92 0.94 0.95 0.92 0.92 0.94 0.90 0.95 0.92 0.91

EC Fan,Air-cooled/Water cooled              

Total Cooling Capacity1) kw 26.9  31.2  35.7  45.9  54.7  41.6  53.8  61.7  71.1  81.8  90.8  104.7 

Sensible Cooling Capacity1) kw 25.0  30.0  33.6  44.1  52.5  39.5  50.6  59.2  66.1  78.5  85.4  97.4 

Air volume  m³/h 7800 8300 8800 13500 15400 13200 14600 18700 19300 21600 23900 26000

Sensible heat ratio / 0.93  0.96  0.94  0.96  0.96  0.95  0.94  0.96  0.93  0.96  0.94  0.93 

Heating capacity(Standard 3) kw 6 6 6 9 9 9 9 9 9 12 12 12

Heating capacity(Max） kw 12 12 12 18 18 18 18 18 18 24 24 24

Humidifying capacity (Standard) kg/h 6 8 8 10 10 10 10 10 10 12 12 12

Humidifying capacity (Max) kg/h 8 8 8 15 15 15 15 15 15 15 15 15

Number of compressors pcs 1 1 1 1 1 2 2 2 2 2 2 2

Number of fans pcs 1 1 1 2 2 2 2 2 2 3 3 3

Full-load current A 31 31 33 48 53 44 56 57 61 77 83 93

Unit Weight  kg 380 450 460 610 620 670 700 760 770 970 990 1090

Unit Width  mm 850 1200 1200 1650 1650 1650 1650 2010 2010 2460 2460 2810

Unit Depth  mm 850 850 850 850 850 850 850 850 850 850 850 850

Unit Height  mm 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960

DX Units (Downflow)

Air-cooled MT***DA    
Unit  025  030  035  045  055  040  050  060  070  080  090  100

Water cooled MT***DW             

AC Fan ,Air-cooled/Water cooled             

Total Cooling Capacity1) kw 26.7 30.8 35.5 45.5 54.5 41.2 53.5 61.4 70.9 81.3 90.6 104.4

Sensible Cooling Capacity1) kw 24.3  29.3  32.7  42.8  51.8  37.9  49.2  57.7  63.8  77.2  83.4  95.0 

Air volume  m³/h 7500  8000  8500  13000  15000  12500  14000  18000  18500  21000  23000  25000 

Sensible heat ratio / 0.91 0.95 0.92 0.94 0.95 0.92 0.92 0.94 0.90 0.95 0.92 0.91

EC Fan,Air-cooled/Water cooled              

Total Cooling Capacity1) kw 26.9  31.2  35.7  45.9  54.7  41.6  53.8  61.7  71.1  81.8  90.8  104.7 

Sensible Cooling Capacity1) kw 25.0  30.0  33.6  44.1  52.5  39.5  50.6  59.2  66.1  78.5  85.4  97.4 

Air volume m³/h 7800 8300 8800 13500 15400 13200 14600 18700 19300 21600 23900 26000

Sensible heat ratio / 0.93  0.96  0.94  0.96  0.96  0.95  0.94  0.96  0.93  0.96  0.94  0.93 

Heating capacity(Standard 3) kw 6  6  6  9  9  9  9  9  9  12  12  12

Heating capacity(Max） kw 12  12  12  18  18  18  18  18  18  24  24  24

Humidifying capacity (Standard) kg/h 6  8  8  10  10  10  10  10  10  12  12  12

Humidifying capacity (Max) kg/h 8  8  8  15  15  15  15  15  15  15  15  15

Number of compressors pcs 1  1  1  1  1  2  2  2  2  2  2  2

Number of fans pcs 1  1  1  2  2  2  2  2  2  3  3  3

Full-load current A 31  31  33  48  53  44  56  57  61  77  83  93

Unit Weight  kg 380  450 460 610  620 670  700  760 770 970  990  1090

Unit Width  mm 850  1200 1200 1650 1650 1650 1650 2010 2010 2460 2460 2810

Unit Depth  mm 850  850 850 850  850 850  850  850 850 850  850  850

Unit Height  mm 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960

Note:  

13 14



DX Units (Upflow)

Air-cooled MT***UA     
Unit 025 030 035 045 055 040 050 060 070 080 090 100

Water cooled MT***UW             

AC Fan,Air-cooled/Water cooled               

Total Cooling Capacity1) kw 26.7 30.8 35.5 45.5 54.5 41.2 53.5 61.4 70.9 81.3 90.6 104.4

Sensible Cooling Capacity1) kw 24.3  29.3  32.7  42.8  51.8  37.9  49.2  57.7  63.8  77.2  83.4  95.0 

Air volume  m³/h 7500  8000  8500  13000  15000  12500  14000  18000  18500  21000  23000  25000 

Sensible heat ratio / 0.91 0.95 0.92 0.94 0.95 0.92 0.92 0.94 0.90 0.95 0.92 0.91

EC Fan,Air-cooled/Water cooled              

Total Cooling Capacity1) kw 26.9  31.2  35.7  45.9  54.7  41.6  53.8  61.7  71.1  81.8  90.8  104.7 

Sensible Cooling Capacity1) kw 25.0  30.0  33.6  44.1  52.5  39.5  50.6  59.2  66.1  78.5  85.4  97.4 

Air volume  m³/h 7800 8300 8800 13500 15400 13200 14600 18700 19300 21600 23900 26000

Sensible heat ratio / 0.93  0.96  0.94  0.96  0.96  0.95  0.94  0.96  0.93  0.96  0.94  0.93 

Heating capacity(Standard 3) kw 6 6 6 9 9 9 9 9 9 12 12 12

Heating capacity(Max） kw 12 12 12 18 18 18 18 18 18 24 24 24

Humidifying capacity (Standard) kg/h 6 8 8 10 10 10 10 10 10 12 12 12

Humidifying capacity (Max) kg/h 8 8 8 15 15 15 15 15 15 15 15 15

Number of compressors pcs 1 1 1 1 1 2 2 2 2 2 2 2

Number of fans pcs 1 1 1 2 2 2 2 2 2 3 3 3

Full-load current A 31 31 33 48 53 44 56 57 61 77 83 93

Unit Weight  kg 380 450 460 610 620 670 700 760 770 970 990 1090

Unit Width  mm 850 1200 1200 1650 1650 1650 1650 2010 2010 2460 2460 2810

Unit Depth  mm 850 850 850 850 850 850 850 850 850 850 850 850

Unit Height  mm 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960

DX Units (Downflow)

Air-cooled MT***DA    
Unit  025  030  035  045  055  040  050  060  070  080  090  100

Water cooled MT***DW             

AC Fan ,Air-cooled/Water cooled             

Total Cooling Capacity1) kw 26.7 30.8 35.5 45.5 54.5 41.2 53.5 61.4 70.9 81.3 90.6 104.4

Sensible Cooling Capacity1) kw 24.3  29.3  32.7  42.8  51.8  37.9  49.2  57.7  63.8  77.2  83.4  95.0 

Air volume  m³/h 7500  8000  8500  13000  15000  12500  14000  18000  18500  21000  23000  25000 

Sensible heat ratio / 0.91 0.95 0.92 0.94 0.95 0.92 0.92 0.94 0.90 0.95 0.92 0.91

EC Fan,Air-cooled/Water cooled              

Total Cooling Capacity1) kw 26.9  31.2  35.7  45.9  54.7  41.6  53.8  61.7  71.1  81.8  90.8  104.7 

Sensible Cooling Capacity1) kw 25.0  30.0  33.6  44.1  52.5  39.5  50.6  59.2  66.1  78.5  85.4  97.4 

Air volume m³/h 7800 8300 8800 13500 15400 13200 14600 18700 19300 21600 23900 26000

Sensible heat ratio / 0.93  0.96  0.94  0.96  0.96  0.95  0.94  0.96  0.93  0.96  0.94  0.93 

Heating capacity(Standard 3) kw 6  6  6  9  9  9  9  9  9  12  12  12

Heating capacity(Max） kw 12  12  12  18  18  18  18  18  18  24  24  24

Humidifying capacity (Standard) kg/h 6  8  8  10  10  10  10  10  10  12  12  12

Humidifying capacity (Max) kg/h 8  8  8  15  15  15  15  15  15  15  15  15

Number of compressors pcs 1  1  1  1  1  2  2  2  2  2  2  2

Number of fans pcs 1  1  1  2  2  2  2  2  2  3  3  3

Full-load current A 31  31  33  48  53  44  56  57  61  77  83  93

Unit Weight  kg 380  450 460 610  620 670  700  760 770 970  990  1090

Unit Width  mm 850  1200 1200 1650 1650 1650 1650 2010 2010 2460 2460 2810

Unit Depth  mm 850  850 850 850  850 850  850  850 850 850  850  850

Unit Height  mm 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960

Note:  
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Note

15 16

CW Unit (chilled water Upflow)
MT***UC Unit 30 40 50 60 70 80 90 100 110 120

Total Cooling Capacity2) kW 32.8 44.0 50.2 63.2 73.0 85.0 94.7 105.3 112.0 127.6

Sensible Cooling Capacit2) kW 32.8 44.0 50.2 63.2 73.0 85.0 94.7 105.3 112.0 127.6

Air volume m3/h 9500 11000 12000 14000 15000 20000 21500 24000 25000 26000

Sensible heat ratio / 1 1 1 1 1 1 1 1 1 1

Water flow capacity2) m3/h 5.8  7.8  8.9  11.2  12.9  15.0  17.2  18.6  19.8  22.6 

Water pressure drop2) kPa 45 50 60 60 65 70 70 62 68 72

Heating capacity (standard)3) kW 6 6 6 9 9 12 12 12 12 12

Heating capacity (Max) kW 9 9 9 12 12 24 24 24 24 24

Humidifying capacity (Standard) kg/h 6 8 8 8 8 10 10 12 12 12

Humidifying capacity (Max) kg/h 8 8 8 8 8 15 15 15 15 15

Number of fans pcs 1 1 1 1 2 2 2 2 2 2

Fan power kW 1.4 1.7 2.3 2.4 2.8 4 4 4.3 4.7 5.5

Fan type /     EC

 A 25 30 30 33 33 47 47 50 50 50

Full-Load Current(Single Cooling) A 6 6 6 6 12 12 12 12 12 12

Size of inlet and outlet water pipes mm 32 32 32 42 42 42 42 54 54 54

Unit Weight kg 340 380 390 450 460 550 563 567 570 592

Unit Width mm 854 854 854 1180 1680 1680 1680 1680 1680 1680

Unit Depth mm 970 970 970 970 970 970 970 970 970 970

Unit Height mm 1975 1975 1975 1975 1975 1975 1975 1975 1975 1975 

CW Unit (chilled water Upflow)
MT***UC Unit 130 140 150 160 170 180 190 200 250 300

Total Cooling Capacity2) kW 142.1 153.0 158.0 172.4 177.2 191.6 202.0 214.0 254.5 274.1

Sensible Cooling Capacity2) kW 142.1 153.0 158.0 172.4 177.2 191.6 202.0 214.0 254.5 274.1

Air volume m3/h 30000 32000 34500 36000 37000 39000 40000 41000 48000 52000

Sensible heat ratio / 1 1 1 1 1 1 1 1 1 1

Water flow capacity2) m3/h 25.1  27.1  27.9  30.5  31.3  33.9  35.7  37.8  37.8  37.8 

Water pressure drop2) kPa 77 82 85 90 95 100 110 110 150 150

Heating capacity(Standard)3) kW 12 12 12 12 12 12 12 12 12 12

Heating capacity(Max  kW 24 24 24 24 24 24 24 24 24 24

Humidifying capacity (Standard) kg/h 12 12 12 12 12 12 12 12 12 12

Humidifying capacity (Max) kg/h 15 15 15 15 15 15 15 15 15 15

Number of fans pcs 2 2 2 3 3 3 3 3 4 4

Fan power kW 7.1 7.2 7.7 7.4 7.6 7.6 7.6 8.6 10.5 12.1

Fan type EC

 A 50 50 50 57 57 57 57 57 63 63

Full-load current(Single cooling) A 12 12 12 18 18 18 18 18 24 24

Size of inlet and outlet water pipes mm 54 54 54 67 67 67 67 67 67 67

Unit Weight kg 620 630 660 720 730 740 750 900 1150 1250

Unit Width mm 2004 2004 2330 2504 2504 2504 2504 2830 3330 3654

Unit Depth mm 970 970 970 970 970 970 970 970 970 970

Unit Height mm 1975 1975 1975 1975 1975 1975 1975 1975 1975 1975

CW Unit (chilled water Downflow)
MT***DC Unit 30 40 50 60 70 80 90 100 110 120

Total Cooling Capacity2) kW 32.8 44.0 50.2 63.2 73.0 85.0 94.7 105.3 112.0 127.6

Sensible Cooling Capacit2) kW 32.8 44.0 50.2 63.2 73.0 85.0 94.7 105.3 112.0 127.6

Air volume m3/h 9500 11000 12000 14000 15000 20000 21500 24000 25000 26000

Sensible heat ratio / 1 1 1 1 1 1 1 1 1 1

Water flow capacity2) m3/h 5.8  7.8  8.9  11.2  12.9  15.0  17.2  18.6  19.8  22.6 

Water pressure drop2) kPa 45 50 60 60 65 70 70 62 68 72

Heating capacity (standard)3) kW 6 6 6 9 9 12 12 12 12 12

Heating capacity (Max) kW 9 9 9 12 12 24 24 24 24 24

Humidifying capacity (Standard) kg/h 6 8 8 8 8 10 10 12 12 12

Humidifying capacity (Max) kg/h 8 8 8 8 8 15 15 15 15 15

Number of fans pcs 1 1 1 1 2 2 2 2 2 2

Fan power kW 1.4 1.7 2.3 2.4 2.8 4 4 4.3 4.7 5.5

Fan type EC

 A 25 30 30 33 33 47 47 50 50 50

Full-Load Current(Single Cooling) A 6 6 6 6 12 12 12 12 12 12

Size of inlet and outlet water pipes mm 32 32 32 42 42 42 42 54 54 54

Unit Weight kg 340 380 390 450 460 550 563 567 570 592

Unit Width mm 854 854 854 1180 1680 1680 1680 1680 1680 1680

Unit Depth mm 970 970 970 970 970 970 970 970 970 970

Unit Height mm 1975 1975 1975 1975 1975 1975 1975 1975 1975 1975

CW Unit (chilled water Downflow)
MT***UC Unit 130 140 150 160 170 180 190 200 250 300

Total Cooling Capacity2) kW 142.1 153.0 158.0 172.4 177.2 191.6 202.0 214.0 254.5 274.1

Sensible Cooling Capacity2) kW 142.1 153.0 158.0 172.4 177.2 191.6 202.0 214.0 254.5 274.1

Air volume m3/h 30000 32000 34000 36000 37000 39000 40000 41000 48000 52000

Sensible heat ratio / 1 1 1 1 1 1 1 1 1 1

Water flow capacity2) m3/h 25.1  27.1  27.9  30.5  31.3  33.9  35.7  37.8  37.8  37.8 

Water pressure drop2) kPa 77 82 85 90 95 100 110 110 150 150

Heating capacity(Standard)3) kW 12 12 12 12 12 12 12 12 12 12

Heating capacity(Max  kW 24 24 24 24 24 24 24 24 24 24

Humidifying capacity (Standard) kg/h 12 12 12 12 12 12 12 12 12 12

Humidifying capacity (Max) kg/h 15 15 15 15 15 15 15 15 15 15

Number of fans pcs 2 2 2 3 3 3 3 3 4 4

Fan power kW 7.1 7.2 7.7 7.4 7.6 7.6 7.6 8.6 10.5 12.1

Fan type /     EC

 A 50 50 50 57 57 57 57 57 63 63

Full-load current(Single cooling) A 12 12 12 18 18 18 18 18 24 24

Size of inlet and outlet water pipes mm 54 54 54 67 67 67 67 67 67 67

Unit Weight kg 620 630 660 720 730 740 750 900 1150 1250

Unit Width mm 2004 2004 2330 2504 2504 2504 2504 2830 3330 3654

Unit Depth mm 970 970 970 970 970 970 970 970 970 970

Unit Height mm 1975 1975 1975 1975 1975 1975 1975 1975 1975 1975

Full-load Current 
(constant Yemperature Constant Humidity)

Full-load Current 
(constant Yemperature Constant Humidity)

Full-load Current 
(constant Yemperature Constant Humidity)

Full-load Current 
(constant Yemperature Constant Humidity)



Note
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CW Unit (chilled water Upflow)
MT***UC Unit 30 40 50 60 70 80 90 100 110 120

Total Cooling Capacity2) kW 32.8 44.0 50.2 63.2 73.0 85.0 94.7 105.3 112.0 127.6

Sensible Cooling Capacit2) kW 32.8 44.0 50.2 63.2 73.0 85.0 94.7 105.3 112.0 127.6

Air volume m3/h 9500 11000 12000 14000 15000 20000 21500 24000 25000 26000

Sensible heat ratio / 1 1 1 1 1 1 1 1 1 1

Water flow capacity2) m3/h 5.8  7.8  8.9  11.2  12.9  15.0  17.2  18.6  19.8  22.6 

Water pressure drop2) kPa 45 50 60 60 65 70 70 62 68 72

Heating capacity (standard)3) kW 6 6 6 9 9 12 12 12 12 12

Heating capacity (Max) kW 9 9 9 12 12 24 24 24 24 24

Humidifying capacity (Standard) kg/h 6 8 8 8 8 10 10 12 12 12

Humidifying capacity (Max) kg/h 8 8 8 8 8 15 15 15 15 15

Number of fans pcs 1 1 1 1 2 2 2 2 2 2

Fan power kW 1.4 1.7 2.3 2.4 2.8 4 4 4.3 4.7 5.5

Fan type /     EC

 A 25 30 30 33 33 47 47 50 50 50

Full-Load Current(Single Cooling) A 6 6 6 6 12 12 12 12 12 12

Size of inlet and outlet water pipes mm 32 32 32 42 42 42 42 54 54 54

Unit Weight kg 340 380 390 450 460 550 563 567 570 592

Unit Width mm 854 854 854 1180 1680 1680 1680 1680 1680 1680

Unit Depth mm 970 970 970 970 970 970 970 970 970 970

Unit Height mm 1975 1975 1975 1975 1975 1975 1975 1975 1975 1975 

CW Unit (chilled water Upflow)
MT***UC Unit 130 140 150 160 170 180 190 200 250 300

Total Cooling Capacity2) kW 142.1 153.0 158.0 172.4 177.2 191.6 202.0 214.0 254.5 274.1

Sensible Cooling Capacity2) kW 142.1 153.0 158.0 172.4 177.2 191.6 202.0 214.0 254.5 274.1

Air volume m3/h 30000 32000 34500 36000 37000 39000 40000 41000 48000 52000

Sensible heat ratio / 1 1 1 1 1 1 1 1 1 1

Water flow capacity2) m3/h 25.1  27.1  27.9  30.5  31.3  33.9  35.7  37.8  37.8  37.8 

Water pressure drop2) kPa 77 82 85 90 95 100 110 110 150 150

Heating capacity(Standard)3) kW 12 12 12 12 12 12 12 12 12 12

Heating capacity(Max  kW 24 24 24 24 24 24 24 24 24 24

Humidifying capacity (Standard) kg/h 12 12 12 12 12 12 12 12 12 12

Humidifying capacity (Max) kg/h 15 15 15 15 15 15 15 15 15 15

Number of fans pcs 2 2 2 3 3 3 3 3 4 4

Fan power kW 7.1 7.2 7.7 7.4 7.6 7.6 7.6 8.6 10.5 12.1

Fan type EC

 A 50 50 50 57 57 57 57 57 63 63

Full-load current(Single cooling) A 12 12 12 18 18 18 18 18 24 24

Size of inlet and outlet water pipes mm 54 54 54 67 67 67 67 67 67 67

Unit Weight kg 620 630 660 720 730 740 750 900 1150 1250

Unit Width mm 2004 2004 2330 2504 2504 2504 2504 2830 3330 3654

Unit Depth mm 970 970 970 970 970 970 970 970 970 970

Unit Height mm 1975 1975 1975 1975 1975 1975 1975 1975 1975 1975

CW Unit (chilled water Downflow)
MT***DC Unit 30 40 50 60 70 80 90 100 110 120

Total Cooling Capacity2) kW 32.8 44.0 50.2 63.2 73.0 85.0 94.7 105.3 112.0 127.6

Sensible Cooling Capacit2) kW 32.8 44.0 50.2 63.2 73.0 85.0 94.7 105.3 112.0 127.6

Air volume m3/h 9500 11000 12000 14000 15000 20000 21500 24000 25000 26000

Sensible heat ratio / 1 1 1 1 1 1 1 1 1 1

Water flow capacity2) m3/h 5.8  7.8  8.9  11.2  12.9  15.0  17.2  18.6  19.8  22.6 

Water pressure drop2) kPa 45 50 60 60 65 70 70 62 68 72

Heating capacity (standard)3) kW 6 6 6 9 9 12 12 12 12 12

Heating capacity (Max) kW 9 9 9 12 12 24 24 24 24 24

Humidifying capacity (Standard) kg/h 6 8 8 8 8 10 10 12 12 12

Humidifying capacity (Max) kg/h 8 8 8 8 8 15 15 15 15 15

Number of fans pcs 1 1 1 1 2 2 2 2 2 2

Fan power kW 1.4 1.7 2.3 2.4 2.8 4 4 4.3 4.7 5.5

Fan type EC

 A 25 30 30 33 33 47 47 50 50 50

Full-Load Current(Single Cooling) A 6 6 6 6 12 12 12 12 12 12

Size of inlet and outlet water pipes mm 32 32 32 42 42 42 42 54 54 54

Unit Weight kg 340 380 390 450 460 550 563 567 570 592

Unit Width mm 854 854 854 1180 1680 1680 1680 1680 1680 1680

Unit Depth mm 970 970 970 970 970 970 970 970 970 970

Unit Height mm 1975 1975 1975 1975 1975 1975 1975 1975 1975 1975

CW Unit (chilled water Downflow)
MT***UC Unit 130 140 150 160 170 180 190 200 250 300

Total Cooling Capacity2) kW 142.1 153.0 158.0 172.4 177.2 191.6 202.0 214.0 254.5 274.1

Sensible Cooling Capacity2) kW 142.1 153.0 158.0 172.4 177.2 191.6 202.0 214.0 254.5 274.1

Air volume m3/h 30000 32000 34000 36000 37000 39000 40000 41000 48000 52000

Sensible heat ratio / 1 1 1 1 1 1 1 1 1 1

Water flow capacity2) m3/h 25.1  27.1  27.9  30.5  31.3  33.9  35.7  37.8  37.8  37.8 

Water pressure drop2) kPa 77 82 85 90 95 100 110 110 150 150

Heating capacity(Standard)3) kW 12 12 12 12 12 12 12 12 12 12

Heating capacity(Max  kW 24 24 24 24 24 24 24 24 24 24

Humidifying capacity (Standard) kg/h 12 12 12 12 12 12 12 12 12 12

Humidifying capacity (Max) kg/h 15 15 15 15 15 15 15 15 15 15

Number of fans pcs 2 2 2 3 3 3 3 3 4 4

Fan power kW 7.1 7.2 7.7 7.4 7.6 7.6 7.6 8.6 10.5 12.1

Fan type /     EC

 A 50 50 50 57 57 57 57 57 63 63

Full-load current(Single cooling) A 12 12 12 18 18 18 18 18 24 24

Size of inlet and outlet water pipes mm 54 54 54 67 67 67 67 67 67 67

Unit Weight kg 620 630 660 720 730 740 750 900 1150 1250

Unit Width mm 2004 2004 2330 2504 2504 2504 2504 2830 3330 3654

Unit Depth mm 970 970 970 970 970 970 970 970 970 970

Unit Height mm 1975 1975 1975 1975 1975 1975 1975 1975 1975 1975

Full-load Current 
(constant Yemperature Constant Humidity)

Full-load Current 
(constant Yemperature Constant Humidity)

Full-load Current 
(constant Yemperature Constant Humidity)

Full-load Current 
(constant Yemperature Constant Humidity)
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Air / Water cooled double cooling source unit（Upflow）

Note

Air MT***UD 
Unit 25 30 35 45 55 40 50 60 70 80 90 100

Water MT***UE             
AC Fan             

Air volume m³/h 7500 8000 8500 13000 15000 12500 14000 18000 18500 21000 23000 25000

DX Total Cooling Capacity1  KW 26.7  30.8  35.5  45.5  54.5  41.2  53.5  61.4  70.9  81.3  90.6  104.4 

DX 1  KW 24.3  29.3  32.7  42.8  51.8  37.9  49.2  57.7  63.8  77.2  83.4  95.0 

DX Sensible heat ratio / 0.91 0.95 0.92 0.94 0.95 0.92 0.92 0.94 0.90 0.95 0.92 0.91

CW Total Cooling Capacity2  KW 27.6  32.4  41.2  56.5  61.5  54.5  59.3  67.4  71.0  90.6  97.6  106.6 

CW 2  KW 25.3  29.3  36.6  50.2  55.6  47.8  53.5  60.5  64.1  80.8  87.9  94.8 

CW Sensible heat ratio / 0.92 0.90 0.89 0.89 0.90 0.88 0.90 0.90 0.90 0.89 0.90 0.89

Water flow capacity2  m³/h 4.75 5.58 7.13 9.75 10.53 9.33 10.14 11.55 11.99 14.03 16.80 18.21

Pressure drop2  kPa 51.6 75.3 93.3 85.5 99.0 77.6 92.2 62.2 68.0 97.4 104.8 124.1

EC fan             

Air volume m³/h 7800 8300 8800 13500 15400 13200 14600 18700 19300 21600 23900 26000

DX Total Cooling Capacity1  KW 26.9  31.2  35.7  45.9  54.7  41.6  53.8  61.7  71.1  81.8  90.8  104.7 

DX 1  KW 25.0  30.0  33.6  44.1  52.5  39.5  50.6  59.2  66.1  78.5  85.4  97.4 

DX Sensible heat ratio / 0.93 0.96 0.94 0.96 0.96 0.95 0.94 0.96 0.93 0.96 0.94 0.93

CW Total Cooling Capacity2  KW 28.3  33.2  42.8  57.3  62.3  55.3  60.2  67.9  71.7  91.3  98.1  108.2 

CW 2  KW 26.4  29.8  38.5  51.6  56.5  49.7  54.7  61.2  64.5  83.1  90.0  97.6 

CW Sensible heat ratio / 0.93 0.90 0.90 0.90 0.91 0.90 0.91 0.90 0.90 0.91 0.92 0.90

Water flow capacity2  m³/h 4.85 5.66 7.28 9.96 10.68 9.61 10.38 11.79 12.26 14.25 17.15 18.61

Pressure drop2  kPa 53.6 77.5 94.5 88.9 101.7 82.1 96.3 64.6 70.9 100.2 109.1 126.4

Heating capacity(Standard)3  KW 6 6 6 9 9 9 9 9 9 12 12 12

Heating capacity(Max  KW 12 12 12 18 18 18 18 18 18 24 24 24

Humidifying capacity (Standard) kg/h 6 8 8 10 10 10 10 10 10 12 12 12

Humidifying capacity (Max) kg/h 8 8 8 15 15 15 15 15 15 15 15 15

Number of compressors PCS 1 1 1 1 1 2 2 2 2 2 2 2

Number of fans PCS 1 1 1 2 2 2 2 2 2 3 3 3

Full-load current A 31 31 33 48 53 44 56 57 61 77 83 93

Size of inlet and outlet water pipes mm 28 28 35 35 35 35 35 35 35 42 42 42

Unit Weight kg 400 470 480 640 650 700 730 800 810 1020 1040 1140

Unit Width mm 850 1200 1200 1650 1650 1650 1650 2010 2010 2460 2460 2810

Unit Depth mm 850 850 850 850 850 850 850 850 850 850 850 850

Unit Height mm 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960

Air / Water cooled double cooling source unit（Downflow）
Air MT***DD 

Unit 25 30 35 45 55 40 50 60 70 80 90 100
Water MT***DE             
AC Fan             

Air volume m³/h 7500 8000 8500 13000 15000 12500 14000 18000 18500 21000 23000 25000

DX Total Cooling Capacity1  KW 26.7  30.8  35.5  45.5  54.5  41.2  53.5  61.4  70.9  81.3  90.6  104.4 

DX 1  KW 24.3  29.3  32.7  42.8  51.8  37.9  49.2  57.7  63.8  77.2  83.4  95.0 

DX Sensible heat ratio / 0.91 0.95 0.92 0.94 0.95 0.92 0.92 0.94 0.90 0.95 0.92 0.91

CW Total Cooling Capacity2  KW 27.6  32.4  41.2  56.5  61.5  54.5  59.3  67.4  71.0  90.6  97.6  106.6 

CW 2  KW 25.3  29.3  36.6  50.2  55.6  47.8  53.5  60.5  64.1  80.8  87.9  94.8 

CW Sensible heat ratio / 0.92 0.90 0.89 0.89 0.90 0.88 0.90 0.90 0.90 0.89 0.90 0.89

Water flow capacity2  m³/h 4.75 5.58 7.13 9.75 10.53 9.33 10.14 11.55 11.99 14.03 16.80 18.21

Pressure drop2  kPa 51.6 75.3 93.3 85.5 99.0 77.6 92.2 62.2 68.0 97.4 104.8 124.1

EC fan             

Air volume m³/h 7800 8300 8800 13500 15400 13200 14600 18700 19300 21600 23900 26000

DX Total Cooling Capacity1  KW 26.9  31.2  35.7  45.9  54.7  41.6  53.8  61.7  71.1  81.8  90.8  104.7 

DX 1  KW 25.0  30.0  33.6  44.1  52.5  39.5  50.6  59.2  66.1  78.5  85.4  97.4 

DX Sensible heat ratio / 0.93 0.96 0.94 0.96 0.96 0.95 0.94 0.96 0.93 0.96 0.94 0.93

CW Total Cooling Capacity2  KW 28.3  33.2  42.8  57.3  62.3  55.3  60.2  67.9  71.7  91.3  98.1  108.2 

CW 2  KW 26.4  29.8  38.5  51.6  56.5  49.7  54.7  61.2  64.5  83.1  90.0  97.6 

CW Sensible heat ratio / 0.93 0.90 0.90 0.90 0.91 0.90 0.91 0.90 0.90 0.91 0.92 0.90

Water flow capacity2  m³/h 4.85 5.66 7.28 9.96 10.68 9.61 10.38 11.79 12.26 14.25 17.15 18.61

Pressure drop2  kPa 53.6 77.5 94.5 88.9 101.7 82.1 96.3 64.6 70.9 100.2 109.1 126.4

Heating capacity(Standard)3  KW 6 6 6 9 9 9 9 9 9 12 12 12

Heating capacity(Max  KW 12 12 12 18 18 18 18 18 18 24 24 24

Humidifying capacity (Standard) kg/h 6 8 8 10 10 10 10 10 10 12 12 12

Humidifying capacity (Max) kg/h 8 8 8 15 15 15 15 15 15 15 15 15

Number of compressors PCS 1 1 1 1 1 2 2 2 2 2 2 2

Number of fans PCS 1 1 1 2 2 2 2 2 2 3 3 3

Full-load current A 31 31 33 48 53 44 56 57 61 77 83 93

Size of inlet and outlet water pipes mm 28 28 35 35 35 35 35 35 35 42 42 42

Unit Weight kg 400 470 480 640 650 700 730 800 810 1020 1040 1140

Unit Width mm 850 1200 1200 1650 1650 1650 1650 2010 2010 2460 2460 2810

Unit Depth mm 850 850 850 850 850 850 850 850 850 850 850 850

Unit Height mm 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960
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Air / Water cooled double cooling source unit（Upflow）

Note

Air MT***UD 
Unit 25 30 35 45 55 40 50 60 70 80 90 100

Water MT***UE             
AC Fan             

Air volume m³/h 7500 8000 8500 13000 15000 12500 14000 18000 18500 21000 23000 25000

DX Total Cooling Capacity1  KW 26.7  30.8  35.5  45.5  54.5  41.2  53.5  61.4  70.9  81.3  90.6  104.4 

DX 1  KW 24.3  29.3  32.7  42.8  51.8  37.9  49.2  57.7  63.8  77.2  83.4  95.0 

DX Sensible heat ratio / 0.91 0.95 0.92 0.94 0.95 0.92 0.92 0.94 0.90 0.95 0.92 0.91

CW Total Cooling Capacity2  KW 27.6  32.4  41.2  56.5  61.5  54.5  59.3  67.4  71.0  90.6  97.6  106.6 

CW 2  KW 25.3  29.3  36.6  50.2  55.6  47.8  53.5  60.5  64.1  80.8  87.9  94.8 

CW Sensible heat ratio / 0.92 0.90 0.89 0.89 0.90 0.88 0.90 0.90 0.90 0.89 0.90 0.89

Water flow capacity2  m³/h 4.75 5.58 7.13 9.75 10.53 9.33 10.14 11.55 11.99 14.03 16.80 18.21

Pressure drop2  kPa 51.6 75.3 93.3 85.5 99.0 77.6 92.2 62.2 68.0 97.4 104.8 124.1

EC fan             

Air volume m³/h 7800 8300 8800 13500 15400 13200 14600 18700 19300 21600 23900 26000

DX Total Cooling Capacity1  KW 26.9  31.2  35.7  45.9  54.7  41.6  53.8  61.7  71.1  81.8  90.8  104.7 

DX 1  KW 25.0  30.0  33.6  44.1  52.5  39.5  50.6  59.2  66.1  78.5  85.4  97.4 

DX Sensible heat ratio / 0.93 0.96 0.94 0.96 0.96 0.95 0.94 0.96 0.93 0.96 0.94 0.93

CW Total Cooling Capacity2  KW 28.3  33.2  42.8  57.3  62.3  55.3  60.2  67.9  71.7  91.3  98.1  108.2 

CW 2  KW 26.4  29.8  38.5  51.6  56.5  49.7  54.7  61.2  64.5  83.1  90.0  97.6 

CW Sensible heat ratio / 0.93 0.90 0.90 0.90 0.91 0.90 0.91 0.90 0.90 0.91 0.92 0.90

Water flow capacity2  m³/h 4.85 5.66 7.28 9.96 10.68 9.61 10.38 11.79 12.26 14.25 17.15 18.61

Pressure drop2  kPa 53.6 77.5 94.5 88.9 101.7 82.1 96.3 64.6 70.9 100.2 109.1 126.4

Heating capacity(Standard)3  KW 6 6 6 9 9 9 9 9 9 12 12 12

Heating capacity(Max  KW 12 12 12 18 18 18 18 18 18 24 24 24

Humidifying capacity (Standard) kg/h 6 8 8 10 10 10 10 10 10 12 12 12

Humidifying capacity (Max) kg/h 8 8 8 15 15 15 15 15 15 15 15 15

Number of compressors PCS 1 1 1 1 1 2 2 2 2 2 2 2

Number of fans PCS 1 1 1 2 2 2 2 2 2 3 3 3

Full-load current A 31 31 33 48 53 44 56 57 61 77 83 93

Size of inlet and outlet water pipes mm 28 28 35 35 35 35 35 35 35 42 42 42

Unit Weight kg 400 470 480 640 650 700 730 800 810 1020 1040 1140

Unit Width mm 850 1200 1200 1650 1650 1650 1650 2010 2010 2460 2460 2810

Unit Depth mm 850 850 850 850 850 850 850 850 850 850 850 850

Unit Height mm 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960

Air / Water cooled double cooling source unit（Downflow）
Air MT***DD 

Unit 25 30 35 45 55 40 50 60 70 80 90 100
Water MT***DE             
AC Fan             

Air volume m³/h 7500 8000 8500 13000 15000 12500 14000 18000 18500 21000 23000 25000

DX Total Cooling Capacity1  KW 26.7  30.8  35.5  45.5  54.5  41.2  53.5  61.4  70.9  81.3  90.6  104.4 

DX 1  KW 24.3  29.3  32.7  42.8  51.8  37.9  49.2  57.7  63.8  77.2  83.4  95.0 

DX Sensible heat ratio / 0.91 0.95 0.92 0.94 0.95 0.92 0.92 0.94 0.90 0.95 0.92 0.91

CW Total Cooling Capacity2  KW 27.6  32.4  41.2  56.5  61.5  54.5  59.3  67.4  71.0  90.6  97.6  106.6 

CW 2  KW 25.3  29.3  36.6  50.2  55.6  47.8  53.5  60.5  64.1  80.8  87.9  94.8 

CW Sensible heat ratio / 0.92 0.90 0.89 0.89 0.90 0.88 0.90 0.90 0.90 0.89 0.90 0.89

Water flow capacity2  m³/h 4.75 5.58 7.13 9.75 10.53 9.33 10.14 11.55 11.99 14.03 16.80 18.21

Pressure drop2  kPa 51.6 75.3 93.3 85.5 99.0 77.6 92.2 62.2 68.0 97.4 104.8 124.1

EC fan             

Air volume m³/h 7800 8300 8800 13500 15400 13200 14600 18700 19300 21600 23900 26000

DX Total Cooling Capacity1  KW 26.9  31.2  35.7  45.9  54.7  41.6  53.8  61.7  71.1  81.8  90.8  104.7 

DX 1  KW 25.0  30.0  33.6  44.1  52.5  39.5  50.6  59.2  66.1  78.5  85.4  97.4 

DX Sensible heat ratio / 0.93 0.96 0.94 0.96 0.96 0.95 0.94 0.96 0.93 0.96 0.94 0.93

CW Total Cooling Capacity2  KW 28.3  33.2  42.8  57.3  62.3  55.3  60.2  67.9  71.7  91.3  98.1  108.2 

CW 2  KW 26.4  29.8  38.5  51.6  56.5  49.7  54.7  61.2  64.5  83.1  90.0  97.6 

CW Sensible heat ratio / 0.93 0.90 0.90 0.90 0.91 0.90 0.91 0.90 0.90 0.91 0.92 0.90

Water flow capacity2  m³/h 4.85 5.66 7.28 9.96 10.68 9.61 10.38 11.79 12.26 14.25 17.15 18.61

Pressure drop2  kPa 53.6 77.5 94.5 88.9 101.7 82.1 96.3 64.6 70.9 100.2 109.1 126.4

Heating capacity(Standard)3  KW 6 6 6 9 9 9 9 9 9 12 12 12

Heating capacity(Max  KW 12 12 12 18 18 18 18 18 18 24 24 24

Humidifying capacity (Standard) kg/h 6 8 8 10 10 10 10 10 10 12 12 12

Humidifying capacity (Max) kg/h 8 8 8 15 15 15 15 15 15 15 15 15

Number of compressors PCS 1 1 1 1 1 2 2 2 2 2 2 2

Number of fans PCS 1 1 1 2 2 2 2 2 2 3 3 3

Full-load current A 31 31 33 48 53 44 56 57 61 77 83 93

Size of inlet and outlet water pipes mm 28 28 35 35 35 35 35 35 35 42 42 42

Unit Weight kg 400 470 480 640 650 700 730 800 810 1020 1040 1140

Unit Width mm 850 1200 1200 1650 1650 1650 1650 2010 2010 2460 2460 2810

Unit Depth mm 850 850 850 850 850 850 850 850 850 850 850 850

Unit Height mm 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960
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KC Single air-cooled Condenser

KCS*** Unit 024 028 032 036 042 048 054 064 072 084 096 108 120

Heat Exchanging Capacity kw 23.8  27.2  31.0  36.8  42.2  47.6  54.4  62.4  71.6  82.3  95.4  101.6  124.8 

Voltage  V 220 220 220 220 220 220 220 220 220 220 220 220 220

Frequency Hz 50 50 50 50 50 50 50 50 50 50 50 50 50

Phase P 1 1 1 1 1 1 1 1 1 1 1 1 1

Full-load current A 2.98 2.98 2.98 5.96 5.96 5.96 5.96 5.96 8.94 8.94 8.94 8.94 11.92

Noise dB(A) 54.9 52.9 54.1 44.8 53.0 52.0 52.1 55.1 51.8 52.1 54.2 56.9 57.9

weight kg 117 124 125 138 143 152 165 185 225 235 260 270 300

Unit length mm 1601 1401 1601 1801 1801 1801 1801 2001 2701 2701 3201 3201 3901

 mm 975 975 975 975 975 1274 1274 1274 1274 1274 1274 1274 1274

 mm 651 651 651 651 651 651 651 651 651 651 651 651 651

 mm 455 455 455 455 455 455 455 455 455 455 455 455 455

KC Double air-cooled Condenser

KCD*** Unit 048 054 064 072 084 096 108 120 - - - - -

Heat Exchanging Capacity kw 47.6  54.4  62.4  71.6  82.3  95.4  101.6  124.8  - - - - -

Voltage V 220 220 220 220 220 220 220 220 - - - - -

Frequency Hz 50 50 50  50  50 50  50  50  - - - - -

Phase P 1  1  1  1  1  1  1  1  - - - - -

Full-load current A 5.96 5.96 5.96 8.94 8.94 8.94 8.94 11.92 - - - - -

Noise dB(A) 52.0 52.1 55.1 51.8 52.1 54.2 56.9 57.9 - - - - -

weight kg 152 165 185 225 235 260 270 300 - - - - -

Unit length mm 1801 1801 2001 2701 2701 3201 3201 3901 - - - - -

 mm 1274 1274 1274 1274 1274 1274 1274 1274 - - - - -

 mm 651 651 651 651 651 651 651 651 - - - - -

 mm 455 455 455 455 455 455 455 455 - - - - -
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KC Single air-cooled Condenser

KCS*** Unit 024 028 032 036 042 048 054 064 072 084 096 108 120

Heat Exchanging Capacity kw 23.8  27.2  31.0  36.8  42.2  47.6  54.4  62.4  71.6  82.3  95.4  101.6  124.8 

Voltage  V 220 220 220 220 220 220 220 220 220 220 220 220 220

Frequency Hz 50 50 50 50 50 50 50 50 50 50 50 50 50

Phase P 1 1 1 1 1 1 1 1 1 1 1 1 1

Full-load current A 2.98 2.98 2.98 5.96 5.96 5.96 5.96 5.96 8.94 8.94 8.94 8.94 11.92

Noise dB(A) 54.9 52.9 54.1 44.8 53.0 52.0 52.1 55.1 51.8 52.1 54.2 56.9 57.9

weight kg 117 124 125 138 143 152 165 185 225 235 260 270 300

Unit length mm 1601 1401 1601 1801 1801 1801 1801 2001 2701 2701 3201 3201 3901

 mm 975 975 975 975 975 1274 1274 1274 1274 1274 1274 1274 1274

 mm 651 651 651 651 651 651 651 651 651 651 651 651 651

 mm 455 455 455 455 455 455 455 455 455 455 455 455 455

KC Double air-cooled Condenser

KCD*** Unit 048 054 064 072 084 096 108 120 - - - - -

Heat Exchanging Capacity kw 47.6  54.4  62.4  71.6  82.3  95.4  101.6  124.8  - - - - -

Voltage V 220 220 220 220 220 220 220 220 - - - - -

Frequency Hz 50 50 50  50  50 50  50  50  - - - - -

Phase P 1  1  1  1  1  1  1  1  - - - - -

Full-load current A 5.96 5.96 5.96 8.94 8.94 8.94 8.94 11.92 - - - - -

Noise dB(A) 52.0 52.1 55.1 51.8 52.1 54.2 56.9 57.9 - - - - -

weight kg 152 165 185 225 235 260 270 300 - - - - -

Unit length mm 1801 1801 2001 2701 2701 3201 3201 3901 - - - - -

 mm 1274 1274 1274 1274 1274 1274 1274 1274 - - - - -

 mm 651 651 651 651 651 651 651 651 - - - - -

 mm 455 455 455 455 455 455 455 455 - - - - -
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DX Unit(air-cooled type)         
ST*** Unit  005   007   012  017 020

Unit Configuration -
         

Total Cooling Capacity 1) kw  5.5   7.5   12.5  17.5 20.5
Sensible Cooling Capacity1) kw  5.2   6.8   11.3  15.8 18.6
Air Volume m³/h  2000   2250   2850  5000 6200
Sensible Heat Ratio /  0.95   0.91   0.90  0.90 0.91
Heating Capacity kw - 3 3 - 3 3 - 4 4 6 6
Humidifying Capacity kg/h - - 2.5 - - 2.5 - - 4 4.5 4.5
Number of compressors pcs  1   1   1  1 1
Number of Fans pcs  1   1   1  1 1
Voltage V 220~240 220~240 380~415 220~240 220~240 380~415  380~415  380~415 380~415
Frequency Hz 50 50 50 50 50 50  50  50 50
Phase P 1 1 3 1 1 3  3  3 3
Full-load Current A 11.1 24.7 15.6 14.1 27.7 18.6 10 16 16 23.6 28.5
Unit Weight kg 105 110 120 115 120 130 165 170 180 280 300
Unit Width mm  550   550   650  750 750
Unit Depth mm  450   450   550  700 700
Unit Height mm  1750   1750   1850  1900 1900

Supporting Outdoor unit             

KCS*** Unit  007   010   018  024 028
Heat Exchange Capability kw  7.6   10.4   18.1  23.8 27.2
Voltage V  220   220   220  220 220
Frequency Hz  50   50   50  50 50
Phase P  1   1   1  1 1
Full-load Current A  1   2   2  2.98 2.98
Noise2) dB(A)  38.5   43.9   43.6  54.9 52.9
Unit Weight kg  38   48   60  117 124
Unit Width mm  877   967   1014  1600 1400
Unit Depth mm  340   398   375  975 975
Unit Height mm  608   807   1244  650 650
Foot stool Height mm  -   -   -  455 455
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DX Unit(air-cooled type)         
ST*** Unit  005   007   012  017 020

Unit Configuration -
         

Total Cooling Capacity 1) kw  5.5   7.5   12.5  17.5 20.5
Sensible Cooling Capacity1) kw  5.2   6.8   11.3  15.8 18.6
Air Volume m³/h  2000   2250   2850  5000 6200
Sensible Heat Ratio /  0.95   0.91   0.90  0.90 0.91
Heating Capacity kw - 3 3 - 3 3 - 4 4 6 6
Humidifying Capacity kg/h - - 2.5 - - 2.5 - - 4 4.5 4.5
Number of compressors pcs  1   1   1  1 1
Number of Fans pcs  1   1   1  1 1
Voltage V 220~240 220~240 380~415 220~240 220~240 380~415  380~415  380~415 380~415
Frequency Hz 50 50 50 50 50 50  50  50 50
Phase P 1 1 3 1 1 3  3  3 3
Full-load Current A 11.1 24.7 15.6 14.1 27.7 18.6 10 16 16 23.6 28.5
Unit Weight kg 105 110 120 115 120 130 165 170 180 280 300
Unit Width mm  550   550   650  750 750
Unit Depth mm  450   450   550  700 700
Unit Height mm  1750   1750   1850  1900 1900

Supporting Outdoor unit             

KCS*** Unit  007   010   018  024 028
Heat Exchange Capability kw  7.6   10.4   18.1  23.8 27.2
Voltage V  220   220   220  220 220
Frequency Hz  50   50   50  50 50
Phase P  1   1   1  1 1
Full-load Current A  1   2   2  2.98 2.98
Noise2) dB(A)  38.5   43.9   43.6  54.9 52.9
Unit Weight kg  38   48   60  117 124
Unit Width mm  877   967   1014  1600 1400
Unit Depth mm  340   398   375  975 975
Unit Height mm  608   807   1244  650 650
Foot stool Height mm  -   -   -  455 455
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CW Unit（Chilled Water ）       
FS*** Unit 025 035 065

Unit Configuration - Single Cooling   Single Cooling   Single Cooling 

Total Cooling Capacity2) kW  24.6   35.5    67.0  
Sensible Cooling Capacity2) kW  24.6   35.5   67.0  
Air Volume m³/h  5100   6500   12000 
Sensible heat ratio /  1   1   1 
Water inlet Capacity2) m³/h  4.71   6.45   11.95 
Pressure drop2) kPa  73.3   89.5   67.3 
Heating Capacity kW  -   -  -  6
Humidifying Capacity kg/h  -   -  -  3
Number of fans pcs  6   3    3 
Voltage V  220~240   220~240   380~415 
Frequency Hz  50   50   50 
Phase P  1   1   3 
Full-load Current A  7.2   9.3  4.5  13.6
Size of inlet and outlet water pipes mm  28   28   35 
Unit Weight kg  190   215  306  316
Unit Width mm  300   400   600 
Unit Depth5) mm  1100   1100   1100 
Unit Height mm  2000   2000   2000

DX Unit（Direct Expansion）       

FS*** Unit  020   025   040 

Unit Configuration - Single Cooling   Single Cooling   Single Cooling 

Total Cooling Capacity1) kW  23   25.5    40.4  
Sensible Cooling Capacity1) kW  23   25.5   40.4 
Air Volume m³/h  4920   5050   8080 
Sensible heat ratio /  1   1   1 
Heating Capacity kW  -   -  -  6
Humidifying Capacity kg/h  -   -  -  3
Number of compressors pcs  1   1    1 
Number of fans pcs  6   3   3 
Voltage V  380~415   380~415   380~415 
Frequency Hz  50   50   50 
Phase P  3   3   3 
Full-load Current A  17.2   23.2  24.9  34
Unit Weight kg  230   255  346  356
Unit Width mm  300   400   600 
Unit Depth5) mm  1100   1100   1100 
Unit Height mm  2000   2000   2000 

Supporting Outdoor Unit       
KCS*** Unit  032   036   054 
Heat Exchanging Capacity kW  31   36.8   54.4 
Voltage V  220   220   220 
Frequency Hz  50   50   50 
Phase P  1   1   1 
Full-load Current A  2.98   5.96   5.96 
Noise3) Db(A)  54.1   44.8   52.1 
Weight kg  125   138   165 
Unit Length mm  1601   1801   1801 
Unit Width mm  975   975   1274 
Unit Height mm  651   651   651 
Foot stool Height mm  455   455   455 
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MT***UR/DR Unit 025 030 035 045 055 040 050 060 070 080 090 100

AC Fan             

Compressor Total Cooling Capacity1) kW 26.7 30.8 35.5 45.5 54.5 41.2 53.5 61.4 70.9 81.3 90.6 104.4

Fluorine pump Total Cooling Capacity2) kW 26.3 30.4 35.3 45.1 54.3 40.5 52.9 61.1 70.5 80.9 90.2 104.1

Compressor Sensible Cooling Capacity1) kW 24.3  29.3  32.7  42.8  51.8  37.9  49.2  57.7  63.8  77.2  83.4  95.0 

Fluorine pump sensible Cooling Capacity2) kW 24.2 28.6 32.5 41.9 50.5 37.7 49.2 56.8 64.9 76.1 83 95.8

Air volume m³/h 7500  8000  8500  13000  15000  12500  14000  18000  18500  21000  23000  25000 

Compressor Sensible heat ratio / 0.91  0.95  0.92  0.94  0.95  0.92  0.92  0.94  0.90  0.95  0.92  0.91 

Fluorine pump sensible heat ratio / 0.92 0.94 0.92 0.93 0.93 0.93 0.93 0.93 0.92 0.94 0.92 0.92

EC Fan

Compressor Total Cooling Capacity1) kW 26.9  31.2  35.7  45.9  54.7  41.6  53.8  61.7  71.1  81.8  90.8  104.7 

Fluorine pump Total Cooling Capacity2) kW 26.7 30.9 35.7 45.5 55.6 41.1 53.3 61.5 70.9 81.3 90.6 104.5

Compressor Sensible Cooling Capacity1) kW 25.0  30.0  33.6  44.1  52.5  39.5  50.6  59.2  66.1  78.5  85.4  97.4 

Fluorine pump sensible Cooling Capacity2) kW 24.8 29.4 33.2 42.8 52.3 38.6 50.1 58.4 65.9 77.3 84.3 97.2

Air volume m³/h 7800 8300 8800 13500 15400 13200 14600 18700 19300 21600 23900 26000

Compressor Sensible heat ratio / 0.93  0.96  0.94  0.96  0.96  0.95  0.94  0.96  0.93  0.96  0.94  0.93 

Fluorine pump sensible heat ratio / 0.93 0.95 0.93 0.94 0.94 0.94 0.94 0.95 0.93 0.95 0.93 0.93

Heating capacity(Standard)  kW 6 6 6 9 9 9 9 9 9 12 12 12

Heating capacity(Max) kW 12 12 12 18 18 18 18 18 18 24 24 24

Humidifying capacity (Standard) kg/h 6 8 8 10 10 10 10 10 10 12 12 12

Humidifying capacity (Max) kg/h 8 8 8 15 15 15 15 15 15 15 15 15

Number of compressors pcs 1 1 1 1 1 2 2 2 2 2 2 2

Number of fans pcs 1 1 1 2 2 2 2 2 2 3 3 3

Full-load current A 31 31 33 48 53 44 56 57 61 77 83 93

Unit Weight kg 390 460 470 620 630 690 720 780 790 990 1010 1110

Unit Length mm 850 1200 1200 1650 1650 1650 1650 2010 2010 2460 2460 2810

Unit depth mm 850 850 850 850 850 850 850 850 850 850 850 850

Unit Height mm 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960 1960

Single energy saving module width mm      728

Single energy saving module depth mm      580

Single energy saving module height mm      2026

KCS*** Unit 24 28 32 36 42 48 54 64

Heat exchanging kW 23.8  27.2  31.0  36.8  42.2  47.6  54.4  62.4 

Voltage V 220 220 220 220 220 220 220 220

Frequency HZ 50 50 50 50 50 50 50 50

Phase P 1 1 1 1 1 1 1 1

Full-load current A 2.98 2.98 2.98 5.96 5.96 5.96 5.96 5.96

Noise1) dB(A) 54.9 52.9 54.1 50.7 53.0 52.0 52.1 55.1

Unit Weight kg 117 124 125 138 143 152 165 185

Unit length mm 1601 1401 1601 1801 1801 1801 1801 2001

Unit width mm 975 975 975 975 975 1274 1274 1274

Unit height  mm 651 651 651 651 651 651 651 651

Foot stool height  mm 455 455 455 455 455 455 455 455

      
 1 Compressor cooled data based on 24 50% RH indoor return air temperature
 2 Fluorine pump data based on 24 50% RH indoor return air temperature
2. The power supply type:380~415V / 3P / 50Hz
3. Specifications are subject to change without prior notice 

NOTE

      
 1 The noise data is sound pressure level value of 10m free field 

2.Specifications are subject to change without prior notice 

      
 1 The noise data is sound pressure level value of 10m free field 

2.Specifications are subject to change without prior notice 

NOTE

KCS*** Unit 032 036 054

Heat exchanging kW 31 36.8 54.4

Voltage V 220 220 220

Frequency HZ 50 50 50

Phase P 1 1 1

Full-load current A 2.98 5.96 5.96

Noise1) dB A  54.1 50.7 52.1

Unit Weight kg 125 138 165

Unit length mm 1601 1801 1801

Unit width mm 975 975 1274

Unit height  mm 651 651 651

Foot stool height  mm 455 455 455

FS*** Unit 020 025   040

Unit configuration - Single cool Single cool  Single cool  

Compressor Total Cooling Capacity1) kW 24.5 25.5    40.4 

Fluorine pump Total Cooling Capacity2) kW 24.8 27.5   40.8

Compressor Sensible Cooling Capacity1) kW 24.5 25.5   40.4

Fluorine pump sensible Cooling Capacity1) kW 24.8 27.5   40.8

Air volume m³/h 4920 5050   8080

Compressor Sensible heat ratio / 1 1   1

Fluorine pump sensible heat ratio / 1 1   1

Heating capacity KW - -  -  6

Humidifying capacity Kg/h - -  -  3

Number of compressors PCS 1 1   1

Number of fans PCS 6 3   3

Voltage V 380 380   380

Frequency HZ 50 50   50

Phase P 3 3   3

Full-load current A 17.2 23.2  24.9  34

Unit Weight kg 240 265  315  325

Unit length mm 300 400   600

Unit width mm 1100 1100   1100

Unit height  mm 2000 2000   2000

Single energy saving module width mm     728

Single energy saving module depth mm     580

Single energy saving module height mm     2026

      
 1 Compressor cooled data based on 37 50% RH indoor return air temperature
 2 Fluorine pump data based on 37 25% RH indoor return air temperature
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 1 Compressor cooled data based on 37 50% RH indoor return air temperature
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